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honeywell 5817 instruction manual is an essential resource for anyone looking to
install or operate the Honeywell 5817 Wireless Door/Window Sensor. This device is
designed to provide enhanced security for homes and businesses by detecting
unauthorized entry through doors and windows. In this comprehensive article, we will
delve into the details of the Honeywell 5817, including installation instructions,
troubleshooting tips, and maintenance guidelines. Understanding the functionality of this
sensor and how to effectively use it can help users ensure their premises are well
protected. Additionally, we will cover the specifications of the device, how to program it,
and common issues users might encounter.

Following the main content, a FAQ section will address common queries related to the
Honeywell 5817 instruction manual, providing further clarification and assistance.
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Overview of Honeywell 5817

The Honeywell 5817 is a versatile, wireless door/window sensor designed for use with
Honeywell’s security systems. This sensor is compact and easy to install, making it
suitable for both residential and commercial applications. It operates on a battery,
ensuring that it remains functional even during power outages. The Honeywell 5817 is
capable of detecting the opening of doors and windows, providing real-time alerts to the
security system when unauthorized access is attempted.

One of the key features of the Honeywell 5817 is its compatibility with a variety of
Honeywell control panels. This allows users to integrate the sensor seamlessly into their
existing security systems. Additionally, the sensor features a long battery life and a
reliable wireless connection, which minimizes the need for frequent maintenance or
checks.



Installation Instructions

Installing the Honeywell 5817 is a straightforward process, but it is important to follow
the instructions carefully to ensure optimal performance. Below are step-by-step
installation guidelines:

Gather Required Tools

Before beginning the installation, gather the following tools:

Screwdriver

Drill (if necessary for mounting)

Double-sided tape (optional for mounting)

Level

Determine Placement

Choose the location for the sensor. It should be positioned on the door or window frame
where it can easily detect movement. Ensure that the sensor is within the wireless range
of the security control panel. The sensor should be installed at least 3 feet above the
ground for optimal detection.

Mount the Sensor

There are two mounting options for the Honeywell 5817:

Using Screws: Align the sensor with the mounting holes and secure it with screws.

Using Double-Sided Tape: Clean the surface where the sensor will be mounted,
then apply double-sided tape to the back of the sensor and press it firmly into place.



Install the Magnet

Next, install the magnet on the moving part of the door or window. The magnet should be
placed within ½ inch of the sensor when the door or window is closed. Ensure that the
alignment is correct for the sensor to function properly.

Testing the Sensor

After installation, it is crucial to test the sensor to ensure it is working correctly. Activate
the sensor by opening and closing the door or window. Check the control panel for alerts
to confirm that the sensor is detecting the activity.

Programming the Honeywell 5817

Once the Honeywell 5817 is installed, programming it to work with the security system is
the next step. This process varies slightly depending on the compatible control panel being
used.

Access the Programming Mode

To program the sensor:

Enter the programming mode on the control panel.

Follow the specific instructions for adding a new sensor, which usually includes
accessing the 'Zone' programming section.

Enter Sensor Information

During the programming process, you will need to input the sensor's unique identification
code, which is typically found in the instruction manual or on the device itself. This code
ensures that the control panel recognizes the Honeywell 5817.

Test the Programming

After programming, test the sensor to confirm it is communicating with the control panel.



Open and close the door or window to verify that the system registers the sensor’s
activity.

Troubleshooting Common Issues

Users may encounter some issues while operating the Honeywell 5817. Below are common
problems and their solutions:

Sensor Not Responding

If the sensor appears not to respond, check the following:

Ensure the batteries are correctly installed and charged.

Verify that the sensor is within range of the control panel.

Check for any physical obstructions that may block the wireless signal.

False Alarms

False alarms can be frustrating. To minimize this issue:

Ensure proper alignment between the sensor and magnet.

Avoid placing the sensor near sources of vibration or heavy traffic.

Maintenance and Care

To ensure the longevity and effectiveness of the Honeywell 5817, regular maintenance is
essential. Here are some maintenance tips:

Periodically check the battery level and replace batteries as needed.

Inspect the sensor for any signs of wear or damage.



Keep the sensor clean and free from dust or debris that might affect its performance.

Specifications of Honeywell 5817

Understanding the technical specifications of the Honeywell 5817 can help users
maximize its capabilities. Some key specifications include:

Power Supply: 3V CR123A lithium battery

Frequency: 345 MHz

Dimensions: 3.2 x 1.6 x 0.9 inches

Operating Temperature: 32°F to 120°F

Conclusion

The Honeywell 5817 is an essential component of any security system, providing reliable
monitoring for doors and windows. Understanding how to install, program, and maintain
this device can enhance its effectiveness and ensure peace of mind for users. By following
the guidelines outlined in this article, users can fully leverage the capabilities of the
Honeywell 5817, securing their homes and businesses against unauthorized access.

Q: What is the Honeywell 5817 used for?
A: The Honeywell 5817 is a wireless door and window sensor used to detect unauthorized
entry by monitoring the opening and closing of doors and windows.

Q: How do I install the Honeywell 5817?
A: Installation involves determining the placement, mounting the sensor and magnet, and
testing the sensor to ensure proper functionality.

Q: Can I use the Honeywell 5817 with any security
system?
A: The Honeywell 5817 is designed to be compatible with various Honeywell security



control panels, but it may not work with all systems. Always check compatibility before
installation.

Q: What should I do if the sensor is not responding?
A: Check the battery, ensure it is within range of the control panel, and verify there are no
obstructions affecting the signal.

Q: How do I program the Honeywell 5817?
A: To program the sensor, access the programming mode on the control panel and input
the sensor's unique ID code during the zone programming process.

Q: How often should I replace the batteries?
A: It is advisable to check the battery level periodically and replace the batteries as
needed, typically every 2-3 years, depending on usage.

Q: What are the dimensions of the Honeywell 5817?
A: The dimensions of the Honeywell 5817 are approximately 3.2 x 1.6 x 0.9 inches.

Q: Can the Honeywell 5817 be mounted outdoors?
A: The Honeywell 5817 is designed for indoor use. For outdoor applications, additional
protective measures should be taken to shield it from the elements.

Q: What features should I look for in a door/window
sensor?
A: Key features to consider include wireless connectivity, battery life, compatibility with
security systems, and ease of installation and programming.

Q: Is there a warranty for the Honeywell 5817?
A: Yes, the Honeywell 5817 typically comes with a manufacturer's warranty, which
coverage details can be found in the product documentation.
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